


Kyanite 7 gear box offers range of 
speed options for Light to Heavy 
soil cultivation operations. Its 
gearbox is designed for quick 
change of gears for various speed 
combinations. Single speed 
gearbox option available in EX 
and LX series.

Multi speed 
combination

Side Discs

The disc help accessing of soil and 
crop residues in to rotor, avoid 
clogging. Results in to a well 
levelled seedbed. Available as an 
additional accessories.

Accurate shape of trailing board 
for Uniform Spreading of soil 
during tillage. Tubular section at 
bottom provides high strength for 
soil levelling after tillage. Easy 
setting of Trailing board is possible 
with Spring rods. 

Unique Trailing 
Board design

High Quality Rotor
Shaft & Blades

Rotor shaft is made from high 
strength structural steel Seamless 
Tube with best in class 10 mm 
T h i c k n e s s .  H i g h  q u a l i t y 
Specially Designed Blades 
made from Boron steel grades and 
draft reducing design for excellent 
performance and low wear. 

Kyanite 7 SX models available 
with large gap between blade 
edge and mainframe panel. Which 
enables easy and Clog Free 
Movement of soil and crop 
residue during the operation.  

Optimum Clearance

Specially designed & folded 
mainframe panel with High 
Stif fness due to forming of two 
triangular tubular sections & 
reduces mud clogging. High 
rigidity by full length reinforce, 
additional square tube & wider 
end plates results in High Life & 
Negligible Dents, No Cracks.

Strong Body Design

Kyanite 7 comes with multi speed 
Gearbox which is designed with 
high accuracy and precise profile 
bevel gears having high face width 
for  Minimal  Transmission 
Losses, low noise & lesser load 
with high life. Gearbox bearings 
and seals provides long trouble-
free life.

Heavy-duty 
Gearbox 

Hitch Pyramid made with high 
strength square tubes which 
provides Stability and Load is 
evenly distributed on higher length 
of link with tractor 3 Point linkage.

Robust 
3-point Linkage 

Kyanite 7 LX series is specially 
designed for wet land operations 
like wet puddling in he field of rice. 
Efficient wet land operations are 
possible with better speed.

Ef fective Puddling
Operations

Kyanite 7 EX series comes with 
Optimum body weight, which is 
suitable for light soil operations. 
Can be used in dry & wet land 
conditions. Kyanite 7 LX series 
comes with Light body to enable 
efficient wet puddling operation.

Optimum &
Light weight

EX & LX series available with single speed as well as in multi speed 
gearbox option. 
Customer can choose from available suitable option for his tractor.

Gear Box & Speed Options

Features - LX & EX Series

Features - SX & DX Series
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